ATG Ground Box. 300mm dia solid base sump with a 300mm dia grey flat sealed cover and frame. One PSB/110 110mm dia pipe seal kit. One PEC/32 32mm dia conduit seal kit.
ATG Ground Box. 300mm dia solid base sump with a 300mm dia grey flat sealed cover and frame. One PSB/110 110mm dia pipe seal kit. One PEC/32 32mm dia conduit seal kit.

For reference purposes only. This drawing is not a specification. Order against product code only. To enable continuous improvement of our products, the designs and specifications are subject to change without notice.

© Copyright
ATG Ground Box. 300mm dia solid base sump with a 300mm dia grey flat sealed cover and frame. One PSB/110 110mm dia pipe seal kit. One PEC/32 32mm dia conduit seal kit.

For reference purposes only. This drawing is not a specification. Order against product code only. To enable continuous improvement of our products, the designs and specifications are subject to change without notice.
ATG Ground Box. 300mm dia solid base sump with a 300mm dia grey flat sealed cover and frame. One PSB/110 110mm dia pipe seal kit. One PEC/32 32mm dia conduit seal kit.

Very important.

Outer edge "A" of frame set 5-10mm above general forecourt area with concrete ramped away over 300mm.

TYPICAL INSTALLATION

CONCRETE

5 - 10mm

"A"

300mm

Minimum
200mm

Maximum
300mm

CONCRETE DOUBLE REINFORCED WITH BRC A393 MESH

ALTERNATIVE INSTALLATION ADVICE

SETTS

Minimum
200mm

Maximum
350mm

CONCRETE DOUBLE REINFORCED WITH BRC A393 MESH

TARMACADAM

MINIMUM
200mm

MAXIMUM
350mm

CONCRETE DOUBLE REINFORCED WITH BRC A393 MESH

IMPERVIOUS MEMBRANE

FL120 COVER

FL120 FRAME

S0 SOLID BASE CHAMBER

CONCRETE PEAGRAVEL SAND

For reference purposes only. This drawing is not a specification. Order against product code only. To enable continuous improvement of our products, the designs and specifications are subject to change without notice.

© Copyright